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MERLE K. (MUDHOLE) SMITH AIRPORT
CORDOVA - 2004

Contents:

A Pavement Strength Form showing project history, latest Pavement Condition Index (PCl) data,
pavement strength ratings (if available) and other useful information

A Pavement Condition Survey — PCI Sample Unit Layout Plan

PCI maps showing as-measured and predicted pavement conditions

Age map showing pavement age as of January 2004

A Branch PCI Condition Report

A Section PCI Condition Report

Airport Information:

Location:  Approximately 12 miles east of Cordova on the south side of the Copper River Highway
District: South Central

Airport Manager: Tom Justice

District Maintenance Manager: George Levasseur

Pavement Surface: Asphalt Concrete

Last Pavement Construction: 1998

Pavement layout: Runway 9-27, four taxiways and one apron
Design Aircraft: B-727

2003 Enplanements: 18,275 — an 8% decrease from 2002
Airport Class: Primary

Last pavement condition survey: 2003

Next planned pavement condition survey: 2006

2004 reported pavement maintenance and/or changed conditions.  Crack sealing done in spring 2004.
A design project is ongoing for construction of aparallel taxiway and reconstruction of Taxiway C and
the main apron. This project is planned for 2005 construction.

Recommendations:  See PCI maps



Branch Condition Report

Date: 7 /24/2003 1 of 2
Pavement Database: NetworkID: Cordova
Number of | Sum Section |Avg Section True Area PCI Weighted
Branch ID Sections Length Width (SqF1) Use AVElEDE Standard Average
F) (Ft) PCI Deviation PCI

200 (TAXIWAY B) 1 1005.00 75.00 95275.00 | TAXIWAY 87.00 0.00 87.00
300 (TAXIWAY C) 1 614.00 75.00 50879.00 | TAXIWAY 52.00 0.00 52.00
400 (Taxiway D) 2 641.00 55.00 28998.00 | TAXIWAY 52.50 21.50 58.03
4100 (PAVED APRON) 4 1680.00 180.25 268981.01 APRON 61.75 13.65 67.16
6100 (RUNWAY 9-27) 5 23100.00 150.00] 1407744.03 | RUNWAY 87.40 4.76 87.90
800 (HANGAR TAXIWAY) 2 895.00 22.00 20209.00 | TAXIWAY 59.50 6.50 59.78




Date: 7 /24/2003

Branch Condition Report

Pavement Database:

2 of 2

Arithmetic Average Weighted
Use Number Total Average PCI Average
of Area PCI STD PCI
Category Sections (SqFt) '

APRON 4 268981.01 61.75 13.65 67.16
RUNWAY 5 1407744.03 87.40 4,76 87.90
TAXIWAY 6 195361.00 60.50 17.86 70.77

All 15 1872086.04 69.80 18.44 83.13




Section Condition Report

Date: 7 /24/2003 1 of 2
Pavement Database: NetworkID: Cordova
. Last Age
Branch ID Section ID Last Surface Rank [Lanes| True Area Inspection At PCI
Const. (SaFt) Date  Inspection
Date
200 (TAXIWAY B) 200-01 09/01/1995 AC TAXIWAY S 1 95275.00 05/19/2003 8 87.00
300 (TAXIWAY C) 300-01 08/01/1975 AC TAXIWAY P 1 50879.00 05/19/2003 28 52.00
400 (Taxiway D) 400-01 09/01/1975 AC TAXIWAY S 0 10768.00 05/19/2003 28 31.00
400 (Taxiway D) 400-02 09/01/1998 AC TAXIWAY S 18230.00 05/19/2003 5 74.00
4100 (PAVED APRON) 4100-01 09/01/1995 AC APRON S 0 90000.00 05/19/2003 8 84.00
4100 (PAVED APRON) 4100-02 09/01/1975 AAC APRON P 0 127199.00 05/19/2003 28 61.00
4100 (PAVED APRON) 4100-03 09/01/1975 AC APRON S 0 43562.00 05/19/2003 28 54.00
4100 (PAVED APRON) 4100-04 09/01/1995 AC APRON S 0 8220.00 05/19/2003 8 48.00
6100 (RUNWAY 9-27) 6100-01 09/01/1998 AAC RUNWAY P 0 281250.01 05/19/2003 5 83.00
6100 (RUNWAY 9-27) 6100-02 09/01/1998 AAC RUNWAY P 0 562500.01 05/19/2003 5 90.00
6100 (RUNWAY 9-27) 6100-03 09/01/1998 AAC RUNWAY P 0 281250.01 05/19/2003 5 89.00
6100 (RUNWAY 9-27) 6100-04 09/01/1998 AAC RUNWAY P 0 141372.00 05/19/2003 5 94.00
6100 (RUNWAY 9-27) 6100-05 09/01/1995 AAC RUNWAY P 0 141372.00 05/19/2003 8 81.00
800 (HANGAR TAXIWAY) 800-01 09/01/1975 AC TAXIWAY T 0 9669.00 05/19/2003 28 53.00
800 (HANGAR TAXIWAY) 800-02 09/01/1995 AC TAXIWAY T 0 10540.00 05/19/2003 8 66.00




Date: 7 /24/2003

Section Condition Report

Pavement Database:

2 of 2

Arithmetic PCI Weighted
Average Standard Average
Average Total Number PCI Deviation PCI
Age Age At Area of
Category Inspection (SqFt) Sections

03-05 5.00 1284602.03 5 86.00 6.96 88.46
06-10 8.00 345407.01 5 73.20 14.52 82.19
26-30 28.00 242077.01 5 50.20 10.11 56.19
All 13.67 1872086.04 15 69.80 18.44 83.13




PAVEMENT STRENGTH SURVEY

|Cordova IAIRPORT

STATE Alaska CITY Merle K. (Mudhole) Smith Airport This is a variation of FAA Form 5320-1-1
CONSTRUCTION DATES
Existing Pavement
CONSTRUCTION SOURCE OF Conditions (PCI) Subbase Base Surface Pavement
IDENT. NAME ORIG. OVERLAY AGENCY INFORMATION [ at last inspection §Soil ClassCourse Course Course Overlay Strength
RUNWAYS
Runway 9-27
(R/W Sta.
72+77, 25' Lt.
R/W Sta.
147+77, 75
6100-01 |Section 1 1975 1998 AK DOT & PF DOT Proj. 67318 83 3"AC 2" AC T-160
Runway 9-27
6100-02 |Section 2 1995 1998 AK DOT & PF 90 T-160
Runway 9-27
6100-03 |Section 3 1995 1998 AK DOT & PF 89 T-160
Runway 7-27
(TURNAROUN
6100-04 |D_W) Section 4 1975 1998 AK DOT & PF  |DOT Proj. 67318 94 2" AC
Runway 7-27
(TURNAROUN 38" Borrow
6100-05 |D_E) Section 5 1995 1998 AK DOT & PF | Project # 65529 81 Emb. 6" CABC |3"AC
TAXIWAYS
20001 |Taxiway B 1995 AK DOT & PF 87 3" AC
300-01 Taxiway C 1975 AK DOT & PF | Airport Manager 52 3" AC 2"AC
Taxiway D
400-01  |Section 1 1995 AK DOT & PF 31
Taxiway D
400-02  |Section 2 1998 AK DOT & PF 74
800-01 Hangar Taxiway 1975 AK DOT & PF  |Airport Manager 53 2"AC
800-02 Hangar Taxiway 1975 AK DOT & PF | Airport Manager 66
APRONS
Paved Apron 18" Borrow
4100-01 | (west end) 1995 AK DOT & PF  |Project # 65529 84 Emb. 6" CABC |3"AC 2" AC
4100-02 | Terminal Apron 1995 AK DOT & PF 61
Paved Apron
(east end)
4100-03 |Section 3 1975 AK DOT & PF | Airport Manager 54 4" CABC |2"AC 2" AC
Paved Apron
4100-04 |(east) Section 4 1995 AK DOT & PF 48
REMARKS:
Crack sealing done in the Spring of 2004.
Date of Site Inspection: 5/19/2003 Evaluated By: S. Gartin 11/29/20! PAGE 1 of 1
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Cordova Airport

Pavement Surface Age
2004
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0 \g\
Section 4 Feet
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Map Compiled July 2003 (Revised December 2004)
by Statewide Pavement Management, AK DOT&PF
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2,000 Airport Code: CDV

Site Number: 50124.*A




Cordova Airport

Pavement Condition Index (PCI)
Measured Values for the Year 2003
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by Statewide Pavement Management, AK DOT&PF
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Apron
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y D
[400]

[4100-04] [400-02]

Taxiway C

[300-01] Minimum PCI for Runway = 70

Minimum PCI for Taxiways and Aprons = 60
[ ]Branch-Section Identifier

Airport Code: CDV
Site Number: 50124 .*A

Runway 9-27

[6100] PCl Values General Pavement Recommendations
Section 1
[6100-01] - 85-100 Do Nothing or Preventative Maintenance
|:| 70 - 84 Preventative Maintenance
|:| 60-69  Corrective Maintenance
|:| 55-59 Rehabilitate
|:| 40-54 Rehabilitate
|:| 25-39 Reconstruct
|:| 10-24 Reconstruct
Feet - 0-9 Reconstruct
1,000 1,500 2,000




Cordova Airport

Pavement Condition Index (PCI)
Predicted Values for the Year 2004
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Hangar Taxiway

Taxiway D

[400-02]

Section 5
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Sta. 147+77
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[400]

Minimum PCI for Runway = 70
Minimum PCI for Taxiways and Aprons = 60

[ ]Branch-Section Identifier

Airport Code: CDV
Site Number: 50124 .*A

PCl Values General Pavement Recommendations

- 85-100 Do Nothing or Preventative Maintenance
Preventative Maintenance

Corrective Maintenance

|:| 55-59  Rehabilitate
|:| 40 - 54  Rehabilitate
|:| 25-39 Reconstruct
|:| 10-24  Reconstruct
- 0-9 Reconstruct




Cordova Airport

Pavement Condition Index (PCI)
Predicted Values for the Year 2005
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Hangar Taxiway

Taxiway D
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Section 5
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[400]

Minimum PCI for Runway = 70
Minimum PCI for Taxiways and Aprons = 60

[ ]Branch-Section Identifier

Airport Code: CDV
Site Number: 50124 .*A

PCl Values General Pavement Recommendations

- 85-100 Do Nothing or Preventative Maintenance
Preventative Maintenance

Corrective Maintenance

|:| 55-59  Rehabilitate
|:| 40 - 54  Rehabilitate
|:| 25-39 Reconstruct
|:| 10-24  Reconstruct
- 0-9 Reconstruct




Cordova Airport

Pavement Condition Index (PCI)
Predicted Values for the Year 2006
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[ ]Branch-Section Identifier

Airport Code: CDV
Site Number: 50124 .*A

PCl Values General Pavement Recommendations

- 85-100 Do Nothing or Preventative Maintenance
Preventative Maintenance

Corrective Maintenance

|:| 55-59  Rehabilitate
|:| 40 - 54  Rehabilitate
|:| 25-39 Reconstruct
|:| 10-24  Reconstruct
- 0-9 Reconstruct




Cordova Airport

Pavement Condition Index (PCI)

Predicted Values for the Year 2007 Q%)g]
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[ ]Branch-Section Identifier

Airport Code: CDV
Site Number: 50124 .*A

PCl Values General Pavement Recommendations

|:| 85-100 Do Nothing or Preventative Maintenance
|:| 70 -84  Preventative Maintenance

|:| 60 - 69 Corrective Maintenance

|:| 55-59 Rehabilitate
|:| 40 - 54  Rehabilitate
|:| 25-39 Reconstruct
|:| 10-24  Reconstruct
- 0-9 Reconstruct




Cordova Airport

Pavement Condition Index (PCI)

Predicted Values for the Year 2008 Q%)g]
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Hangar Taxiway
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[ ]Branch-Section Identifier

Airport Code: CDV
Site Number: 50124 .*A

PCl Values General Pavement Recommendations

|:| 85-100 Do Nothing or Preventative Maintenance
|:| 70 -84  Preventative Maintenance

|:| 60 - 69 Corrective Maintenance

|:| 55-59 Rehabilitate
|:| 40 - 54  Rehabilitate
|:| 25-39 Reconstruct
|:| 10-24  Reconstruct
- 0-9 Reconstruct
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